Page 43 of 48 


Message Center packaging 


If an ACD Message Center is not required, the customer must order only the 
Message Center package. However, if an ACD Message Center is required, 
the appropriate ACD package should be ordered in addition to Message 
Center. An option for the ACD Message Center is the Integrated Messaging 
System (IMS). 


Note that an ACD package is required if an Attendant Message Center is 
accessed by an MSG CENTER ICI key. This is required for the Phantom 
ACD DN associated with the MSG CENTER ICI key. Refer to Automatic 
Call Distribution basic features description. 


Message Center Description and operation 


Meridian 1 
Message Center 


Description and operation 
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Northern Telecom reserves the right to make changes 
in design or components as progress in engineering 
and manufacturing may warrant. This equipment has 
been tested and found to comply with the limits for a 
Class A digital device pursuant to Part 15 of the FCC 
rules, and the radio interference regulations of 
Industry Canada. These limits are designed to provide 
reasonable protection against harmful interference 
when the equipment is operated in a commercial 
environment. This equipment generates, uses and can 
radiate radio frequency energy, and if not installed and 
used in accordance with the instruction manual, may 
cause harmful interference to radio communications. 
Operation of this equipment in a residential area is 
likely to cause harmful interference in which case the 
user will be required to correct the interference at their 
own expense. 
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